


EVMU

Model EVMUG / EVMUL

EBARA Stainless Steel Vertical Multistage

Performance Curves

EVMU45 7.5HP - 50HP

EVMU45 1-1 — EVMUA45 3 3500RPM 150# ANSI 3" 4-Bolt
EVMUA45 4-1 — EVMUA45 7-2 3500RPM 300# ANSI 3" 8-Bolt
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Water Temperature: 20° C (68° F)
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EVMU

Model EVMUG / EVMUL EBARA Stainless Steel Vertical Multistage
Performance Curves EVMU64 10HP - 50HP
EVMU64 1-1 — EVMUG64 4 3500RPM 300# 4" ANSI 8-Boilt
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Water Temperature: 20° C (68° F)
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EVMU

Model EVMU / EVMUG / EVMUL

EBARA Stainless Steel Vertical Multistage

Technical Information

Maximum Working Pressure

Model Maximum Working Pressure
EVMUS3 2 EVMUS 9

EVMUS 2 EVMUS5 10

EVMU10 2 EVMU10 8

EVMU18 2 EVMU18 6 232 PS|
EVMU32 1 EVMU32 4-3

EVMU45 1-1 EVMUA45 3

EVMUG4 1-1 EVMUG64 3

EVMUS3 11 EVMU3 18

EVMUS5 11 EVMUS5 16

EVMU10 10 EVMU10 16

EVMU18 7 EVMU18 11 370 PSI
EVMU32 5 EVMUS2 8-3

EVMUA45 4-1 EVMUA45 7-2

EVMUG4 4-2 EVMUG64 4

EVMU32 9 EVMU32 10-1 440 PSI

EBARA Fluid Handling
www.pumpsebara.com
EBARA (1) 803 327-5005 * (f) 803 327-5097
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Dimensions

Mechanical Seal

EVMU 3, 5,10, 18
EVMUL 3, 5, 10, 18

Mechanical Seal

D1
| IEJ I I
. 2 : %
=/4_’ % X
o~ X 2! |
— /R 1RS84\
_ : 1
- 2
- N d N
S
|
Pump | Size | Maxworking | d D, L L4 [ Material
Type [[inch]| pressure [inch]| [inch1| [inch]| [inch1| [inch]

[PSI] 1 2 3
stationary | rotary clastomer
seal ring | seal ring

35 05 282 05 | 091]1093]063]03
370

10 |oe3 2321063 | 106 | 106 | 067 |03 | CaPon | Silicon | oy,
370 graphite | carbide

18 0.79 232 079 1138 1.3 |085 | 045
370

EBARA Fluid Handling
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EVMU

Model EVMUG / EVMUL

EBARA Stainless Steel Vertical Multistage

Dimensions

Mechanical Seal

EVMUG 32, 45, 64
EVMUL 32, 45, 64

d4

d3

d4
d3
di

Tl =
] B | p
T jhal T —1 yha
d A Te] d A 2
-
3 o di | —) ——8B
(R | -V
working pressure to 370 PSI working pressure to 440 PSI
Standard Seal Standard Seal
Max. Material
working A B
Size|pressure| d | d1 | d2 | d3 [ d4 | L1 | L2 [ L3 | L4 | L5
: : i rotar
(inch)| (psi) |(inch)|(inch)|(inch)| (inch)|(inch)| (inch)|(inch)|(inch)| (inch)|(inch) f:;'f:’ﬂ; seal rixg clastomer
232
370 - 1.535]1.043(0.492| - Carbon | Silicon
1.102 0.984[1.102 1.693(2.047 2,894 : :
440 1.299 1.969(1.516(0.453|1.181 graphite| Carbide| FPM

ERARA (t) 803 327-5005 e (f) 803 327-5097

EBARA Fluid Handling
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Dimensions
Models EVMU(L)3
EVMU(L)5
Approximate Motor Dimensions C*
for 3 phase, TEFC, NEMA Motors
Frame c* Motor Wt
4 N A HP Size Inches LBS.
0.5 56C 9.29 19
0.75 56C 9.29 21
1 56C 9.29 23
c* 1.5 143TC 9.92 30
2 145TC 10.08 33
3 145TC 11.18 45
5 184TC 13.80 69
b 1 75 184TC 15.30 88
Note: C* may vary slightly by manufacturer
alots
/G 3/8"
|
i D3
.
N'4 HOLES ¢3/4"
% 3/8"NPT
~ a I 0 /
< L & = < ¢ g g
= S | e N | =
3 15/16" H1
5 55/64” N4 HOLES ¢15/32"
9 27/32" 7 3/32"
8 17/64"

Flange Detail:

EVMU(L)3 250Lb. ANSI
EVMU(L)5 250Lb. ANSI

Refer to page 817 for dimension details.

EBARA Fluid Handling
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Dimensions
Models EVMU(L)3
EVMU(L)5
Dimensions
Pump Type Motor
EVMU(L) HP Frame D D1 D2 D3 H H1 Weight
[Ibs]
32 5 56C 1.3/8" 263/64" | 5 33/64" 639/64" | 115/16" 23/32" 38.2
33 .75 56C 1.3/8" 263/64" | 5 33/64" 6 39/64" | 12 9/64" 23/32" 39.2
34 1 56C 1.3/8" 263/64" | 5 33/64" 639/64" | 1231/32" | 23/32" 40.3
35 1.5 143TC 1.3/8" 263/64" | 5 33/64" 6 39/64" | 1355/64" | 23/32" 41.4
36 1.5 143TC 1.3/8" 263/64" | 5 33/64" 639/64" | 1411/16" | 23/32" 43.5
37 2 145TC 1.3/8" 263/64" | 5 33/64" 639/64" | 1517/32" | 23/32" 43.9
38 2 145TC 1.3/8" 263/64" | 5 33/64" 639/64" | 1623/64" | 23/32" 44.3
39 3 145TC 1.3/8" 263/64" | 5 33/64" 639/64" | 17 3/16" 23/32" 45.9
311 3 145TC 1.3/8" 263/64" | 533/64" 639/64" | 1827/32" | 23/32" 44.6
312 3 145TC 13/8" 263/64" | 5 33/64" 639/64" | 1943/64" | 23/32" 46.1
313 3 145TC 1.3/8" 263/64" | 5 33/64" 639/64" | 2057/64" | 23/32" 49.1
315 5 184TC 13/8" 263/64" | 5 33/64" 91/16" 22 57/64" | 23/32" 55.6
318 5 184TC 13/8" 263/64" | 533/64" 91/16" 25 3/8" 23/32" 63.5
52 75 56C 1.3/8" 263/64" | 5 33/64" 639/64" | 117/8" 23/32" 41.7
53 1.5 143TC 1.3/8" 263/64" | 5 33/64" 6 39/64" | 13 1/32" 23/32" 42.8
54 2 145TC 1.3/8" 263/64" | 5 33/64" 6 39/64" | 14 9/64" 23/32" 44.8
55 2 145TC 13/8" 263/64" | 533/64" 639/64" | 1515/64" | 23/32" 46.1
56 3 145TC 1.3/8" 263/64" | 533/64" 639/64" | 1623/64" | 23/32" 47.4
57 3 145TC 1.3/8" 263/64" | 533/64" 639/64" | 1755/64" | 23/32" 49.2
58 3 145TC 1.3/8" 263/64" | 533/64" 639/64" | 1861/64" | 23/32" 50.5
510 5 184TC 13/8" 263/64" | 5 33/64" 91/16" 2133/64" | 23/32" 55.8
511 5 184TC 13/8" 263/64" | 5 33/64" 9 1/16" 22 5/8" 23/32" 58.2
512 5 184TC 1.3/8" 263/64" | 533/64" 91/16" 2323/32" | 23/32" 59.7
514 7.5 184TC 13/8" 263/64" | 533/64" 9 1/16" 25 59/64" | 23/32" 64.8
516 7.5 184TC 1.3/8" 263/64" | 5 33/64" 9 1/16" 28 5/32" 23/32" 67.7
g EBARA Fluid Handling
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Dimensions

Models EVMU(L)10
EVMU(L)18

Approximate Motor Dimensions C*
for 3 phase, TEFC, NEMA Motors

Frame c* Motor Wt
HP Size Inches LBS.
) 15 143TC 9.92 30
) o 3 145TC 11.18 45
5 184TC 13.80 69
7.5 184TC 15.30 88
{ | 7.5 213TC 15.18 99
" " /J 10 215TC 15.26 122
15 215TC 16.39 143
b ! 20 256TC | 16.32 221
25 284TSC 19.03 371
o Note: C* may vary slightly by manufacturer
G 3/8"

8D3

N'8 HOLES 83/4”

1 31/32"

3/8"NPT

]

D1

3 35/64
23
T
O
6 1/2
__I_I 25/32"
\

5 1/8" H1

7 31/64" N4 HOLES ¢15/32"
11 51/64"
9 27/32"
N'8 HOLES #25/32"
[ 3/8°GAS
EVMUG

Flange Detail:

EVMU(L)10 250Lb. ANSI
EVMU(L)18 250Lb. ANSI

Refer to page 819 for dimension details.

EBARA Fluid Handling

% www.pumpsebara.com
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EVMU

Model EVMU / EVMUL EBARA Stainless Steel Vertical Multistage
Dimensions
Models EVMU(L)10
EVMU(L)18
Pump Type Motor Dimensions
EVMU(L) HP Frame D1 D3 H H1 Weight
[lbs]
10 2 1.5 143TC 4 1/64" 6 39/64" 14 1/64" 23/32" 130.9
10 3 3 145TC 4 1/64" 6 39/64" 15 13/64" 23/32" 138.2
10 4 3 145TC 4 1/64" 6 39/64" 16 49/64" 23/32" 149.8
10 5 5 184TC 4 1/64" 91/16" 18 13/16" 23/32" 152.8
106 5 184TC 4 1/64" 91/16" 20" 23/32" 160.1
10 8 7.5 184TC 4 1/64" 91/16" 22 3/8" 23/32" 192.1
10 10 7.5 213TC 4 1/64" 91/16" 24 3/4" 23/32" 196.6
10 12 10 215TC 4 1/64" 91/16" 27 7/64" 23/32" 242.2
10 14 15 215TC 4 1/64" 91/16" 29 41/64" 23/32" 254.3
10 16 15 215TC 4 1/64" 91/16" 32" 23/32" 279.1
18 2 5 184TC 4 1/64" 91/16" 15 9/16" 23/32" 182.9
18 3 7.5 184TC 4 1/64" 9 1/16" 17 41/64" 23/32" 190.2
18 4 7.5 184TC 4 1/64" 9 1/16" 19 7/32" 23/32" 190.2
18 5 10 215TC 4 1/64" 91/16" 20 25/32" 23/32" 236.4
18 6 15 215TC 4 1/64" 91/16" 22 9/16" 23/32" 258.8
187 15 215TC 4 1/64" 91/16" 24 9/64" 23/32" 271.0
18 8 15 215TC 4 1/64" 91/16" 25 45/64" 23/32" 278.3
18 10 20 256TC 4 1/64" 9 1/16" 28 55/64" 23/32" 329.3
18 11 25 284TSC| 4 1/64" 111/32" 30 37/64" 23/32" 336.6

EBARA Fluid Handling
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EVMU

Model EVMUG / EVMUL

EBARA Stainless Steel Vertical Multistage

Dimensions

Models EVMUL32 1 — EVMUL32 4-3
EVMUL45 1-1 — EVMUL45 3
EVMUG32 1 - EVMUG32 4-3
EVMUG45 1-1 — EVMUG45 3

Approximate Motor Dimensions C* ( X
for 3 phase, TEFC, NEMA Motors
Frame c* Motor Wt

HP Size Inches LBS.

5 184TC 13.80 69 C*
7.5 184TC 15.30 88 >

10 215TC 15.26 122

15 215TC 16.39 143 ﬁ m

20 256TC 16.32 221 U 'V

Note: C* may vary slightly by manufacturer

BM

| HOLES - §D

7

A
2

=

—

BY

PL.

G 3/8

ST

=1

=
=

SE
SG

19]

BL

o3}

Flange Detail:

EVMU32 2'."150Lb. ANSI
EVMU45 3" 150Lb. ANSI

Refer to page 823 for dimension details.

EBARA Fluid Handling
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EVMU

Model EVMUG / EVMUL

EBARA Stainless Steel Vertical Multistage

Dimensions

Models EVMUG64 1-1 — EVMUG64 3
EVMULG64 1-1 — EVMULG64 3

Approximate Motor Dimensions C*
for 3 phase, TEFC, NEMA Motors

=N\

Frame c* Motor Wt

HP Size Inches LBS.
10 215TC 15.26 122
15 215TC 16.39 143
20 256TC 16.32 221

25 284TSC 19.03 371

30 286TSC 19.03 403
40 324TSC 23.39 422

iillf

C*

Note: C* may vary slightly by manufacturer

&
-

PL.

G 3/8

SN HOLES - SD ST

i)
A
¥
o

ARG

i)

SE BL

4 HOLES - BF

Flange Detail:

EVMU64 4" 150Lb. ANSI
Refer to page 823 for dimension details.

EBARA Fluid Handling
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EVMU

Model EVMUG / EVMUL

EBARA Stainless Steel Vertical Multistage

Dimensions

Models EVMUG32 5 - EVMUG32 10-1
EVMUG45 4-1 — EVMUGA45 7-2
EVMUG64 4-2 - EVMUG64 4
EVMUL32 5 - EVMUL32 10-1
EVMUL45 4-1 — EVMULA45 7-2
EVMULG64 4-2 - EVMULG64 4

Approximate Motor Dimensions C*
for 3 phase, TEFC, NEMA Motors

=

Note: C* may vary slightly by manufacturer

Frame Cc* Motor Wt
HP Size Inches LBS.
20 256TC 16.32 221 c
25 284TSC 19.03 371
30 286TSC 19.03 403
40 324TSC 23.39 422 K H ‘V
50 326TSC 23.39 962 L

¢

=

=2

oo

—
af

G 3/8

SN HOLES - SD ST

RS

U | -
3

T - |
S HER -
% m Q\QLJQ/ L i ’ T{ (‘L
4 HOLES - BF ' S H L =
Flange Detail:

EVMU32 2'%"300Lb. ANSI
EVMU45 3" 300Lb. ANSI
EVMUG4 4" 300Lb. ANSI

Refer to page 823 for dimension details.

EBARA Fluid Handling
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EVMU

Model EVMUG / EVMUL

EBARA Stainless Steel Vertical Multistage

Dimension Table
Pump Type Dimensions (inches)
Model| HP Weight| Motor PL H G ST SA SG SF SD SN
Lbs. ! | Frame*
321 5 117 | 184TC | 18 3/16
322-2 | 71/2| 126 | 184TC | 20 19/32
3232 10 | 170 | 215TC | 22 31/64 54/64 7 25/32 4
323 15 | 172 | 215TC | 27 41.64
324-3 15 | 176 | 215TC | 29 17/32
325 20 | 194 | 256TC | 3127/64 | 49/64 12 9/32 29116 421/64
326 25 | 200 |284TSC| 337/64
307 30 | 207 |286TSC 35 11116 71/2 | 3/4-10UNC 8
3283 30 | 225 [286TSC| 3657/64
329 40 | 240 |324TSC| 393/8
3210-1 | 40 | 247 |324TSC | 41 17/64
4511 | 71/2 | 148 | 184TC | 21 29/64
45 1 10 | 152 | 215TC | 21 29/64
4521 | 15 | 192 | 215TC | 29 29/64 15/16 712 25/32 4
45 3-2 20 | 207 | 256TC | 329/32
453 25 | 207 |284TSC| 322/32 | 533/64 14 3/8 35/32 423/32
45 4-1 30 | 229 [286TSC | 34 59/64
455 40 | 260 |324TSC | 38 11/32
456 50 | 276 |326TSC| 413/16 113/64 81/4 29/32 8
457-2 50 | 287 |326TSC | 44 1/64
64 1-1 10 | 179 | 215TC | 21 29/64
641 15 | 201 | 215TC | 265/8
64 2-1 20 | 213 | 256TC | 29 29/64
642 25 | 214 |284TSC| 291/4 11/32 9 25/32
64 3-2 30 | 221 [286TSC| 323/32 | 533/64 14 3/8 315/16 | 533/64 8
643 40 | 223 [324TSC| 3211/16
64 4-2 40 | 245 |324TSC | 35 33/64
644 50 | 251 [326TSC | 35 33/64 121/64 10 29/32
Pump Type Dimensions (inches)
Model| Hp | Motor SE BM BY1 BL BW BF BH
Frame*
321 5 184TC
3222 |71/2| 184TC
3232 10 215TC 512
323 15 215TC
324-3 15 215TC
325 20 256TC 611/16 929/64 8 17/64 111/32 35/64 13/8
326 25 | 284TSC
327 30 | 286TSC 5718
3283 30 | 286TSC
329 40 | 324TSC
3210-1 | 40 | 324TSC
451-1 | 71/2| 184TC
451 10 215TC
4521 | 15 | 215TC 6
4532 20 256TC
45 3 25 | 284TSC 731/64 10 15/32 9 57/64 131/32 35/64 1 49/64
45 4-1 30 | 286TSC
455 40 | 324TSC
456 50 | 326TSC 65/8
457-2 50 | 326TSC
64 1-1 10 215TC
64 1 15 215TC
64 2-1 20 256TC
642 25 | 284TSC 712
64 3-2 30 | 286TSC 731/64 10 15/32 9 57/64 131/32 35/64 1 49/64
643 40 | 324TSC
64 4-2 40 | 324TSC
64 4 50 | 326TSC 7718
*Motor frame for Three Phase TEFC only. Consult factory for single phase and alternate enclosures. 1 Bare Pump only.
EBARA Fluid Handling
www.pumpsebara.com 823
EBARA (1) 803 327-5005 ¢ (f) 803 327-5097 rev. 03/07



EVMU

Model EVMU / EVMUL EBARA Stainless Steel Vertical Multistage
Sectional View

Models EVMU(L)3 2 — EVMU(L)3 12

131-1
245 120-5
130-4 140
130-2 120-6
120-3 162
11-3 075
. )

120-1 = — 273
128-1 S ANy 212
— | —
135-1 g e G 115-5
043-1 2 TR ¥ (— 1151
/i
047 | 301 | —“fﬁ i 007
043-3—— | m
044—1— [ = i — 115-2
052-1 == ] | 1 ———005-3
137-1—— | . — | | T————005-1
048 = e [l o
0317— l < A T
006 e ﬁﬁr—] ) 1860

[
I

Refer to page 828 for material details.
(For reference only. See pricing for part availability.)

EBARA Fluid Handling
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EVMU

Model EVMU / EVMUL EBARA Stainless Steel Vertical Multistage

Sectional View

Models EVMU(L)3 13 — EVMU(L)3 18

274-2
150
1311
130-4
245
130-2
120-3
11-3
128-1
135-1

|

Refer to page 828 for material details.
(For reference only. See pricing for part availability.)
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www.pumpsebara.com 825

ERARA (1) 803 327-5005 » (f) 803 327-5097 rev. 03/07



EVMU

Model EVMU / EVMUL EBARA Stainless Steel Vertical Multistage
Sectional View

Models EVMU(L)5 2 — EVMU(L)5 6

1311
130-4
245 120-5
130-2 140
120-3 12013
m-3 120-6
120-1 162
128-1 , - 075
135-1 RSN 273
0431 AN % ¢+i 212
047 TR e 115-5
046\ ooy || e 115-1
LT
°‘HX' Moo B0 o

Refer to page 828 for material details.
(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL EBARA Stainless Steel Vertical Multistage
Sectional View

Models EVMU(L)5 7 — EVMU(L)5 16
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Refer to page 828 for material details.
(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Sectional View — part reference

Models EVMU(L)3

EVMU(L)5
N° Part name Material
EVMU EVMUL
|005-1 Suction casing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
|005-2 Intermediate casing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
|005-3 Intermediate casing bearing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
|005-4 Discharge casing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)

006 Bottom casing

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316)

|007 Outer casing

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316)

Jo21  [impetier

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316)

los1  [shatt

EN 1.4401 (AISI 316)

|O43-1 Shaft sleeve (mechanical seal)

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316

IO43-2 Shaft sleeve (intermediate)

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316

|043—3 Shaft sleeve (bearing)

EN 1.4301(AISI 304)

|O43-5 Shaft sleeve (last stage)

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316

fo43-6 [shaft sleeve (adjustment)

EN 1.4301(AISI 304)

( )
( )
EN 1.4401 (AISI 316)
( )
EN 1.4401 (AISI 316)

044-1 |Shaft sleeve bearing

Tungsten carbide

J046 Split ring (mechanical seal)

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316)

047 Ring holder

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316)

I048 Impeller nut

A2-70 UNI 7323 with inox insert

A4-70 UNI 7323
with inox insert

|051 Motor adapter

Cast iron EN-GJL-200-EN 1561

|052-1 Bearing

Tungsten carbide

|056 Ball bearing

|070—1 Ring for bearing

EN 1.4301(AISI 304)

lo7s  |o-ring (plug)

FPM

Jo7s-1 O-ring (plug)

FPM

107 Liner ring

PTFE/EN 1.4401 (AISI

316)

111 Mechanical seal Silicon carbide/Carbon/FPM

111-3  [Mechanical seal seat EN 1.4301(AISI 304) ‘ EN 1.4401 (AISI 316)
115-1 |O-ring (outer casing) FPM

115-2  |O-ring (intermediate casing) FPM

115-5 |O-ring FPM

(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Sectional View — part reference

Models EVMU(L)3

EVMU(L)5
N° Part name Material
EVMU EVMUL
120-1 |Tie rod Zincate steel
120-3 |Screw A2-70 UNI 7323

120-5 |Screw for coupling

Zincate steel 8.8 strength class ISO 898/1

120-6 |Screw for coupling

Zincate steel 8.8 strength class ISO 898/1

128-1 |Nut for tie rod

Zincate steel

130-2 |Screw for coupling guard

A2-70 UNI 7323

130-4 |Set-screw

Carbon steel

131-1  |Pin for shaft

Carbon steel

135-1 |Washer

Zincate steel

135-4 |Washer (bearing)

Carbon steel

137-1  |Impeller spacer

EN 1.4301(AISI 304) \ EN 1.4401 (AISI 316)

140 Coupling

Brass OT 58 UNI 5705

150 Spacer

Carbon steel

160 Base

Cast iron EN-GJL-200-EN 1561

162 Motor bracket

Cast iron EN-GJL-200-EN 1561+

Cast iron + EN 1.4401 (AISI 316
EN 1.4301(AISI 304) astiron + ( )

169 Motor adapter

Cast iron EN-GJL-200-EN 1561

212 Plug

EN 1.4301(AISI 304) EN 1.4401 (AISI 316)

212-1 |Plug

EN 1.4301(AISI 304) EN 1.4401 (AISI 316)

245 Coupling guard

EN 1.4301(AISI 304)

273 Washer (plug)

EN 1.4301(AISI 304) EN 1.4401 (AISI 316)

273-1 |Washer (plug)

EN 1.4301(AISI 304) /

274-2 |C-type snap ring (coupling)

EVMUS 13, EVMU5 7 ,8

EVMUS 15, 18, EVMUS5 10 to 16

Carbon steel TC 80

274-3 |C-type snap ring (bracket)

EVMUS 13, EVMU5 7 ,8

EVMUS3 15, 18, EVMU5 10 to 16

Carbon steel TC 80

(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL EBARA Stainless Steel Vertical Multistage
Sectional View

Models EVMU(L)10 2 — EVMU(L)10 3

Refer to page 836 for material details.
(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL EBARA Stainless Steel Vertical Multistage

Sectional View

Models EVMU(L)10 4 — EVMU(L)10 12

274-2
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274-3

51

162
245
130-2
120-6
075
212
273
115-1
005-4
115-5
mM-3
007
m

115-2
005-2
005-3
005-1
021
107

- ———160

Refer to page 836 for material details.
(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL EBARA Stainless Steel Vertical Multistage

Sectional View

Models EVMU(L)10 14 — EVMU(L)10 16
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Refer to page 836 for material details.
(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Sectional View

Models EVMU(L)18 2
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Refer to page 838 for material details.
(For reference only. See pricing for part availability.)
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EVMU

EBARA Stainless Steel Vertical Multistage

Model EVMU / EVMUL
Sectional View
Models EVMU(L)18 3 —- EVMU(L)18 5
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Refer to page 838 for material details.
(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL EBARA Stainless Steel Vertical Multistage
Sectional View

Models EVMU(L)18 6 — EVMU(L)18 11
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Refer to page 838 for material details.
(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Sectional View — part reference

Model EVMU(L)10

N° Part name Material
EVMU EVML
005-1 |Suction casing EN 1.4301(AlISI 304) EN 1.4401 (AISI 316)
005-2 |Intermediate casing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
005-3 |Intermediate casing bearing EN 1.4301(AlISI 304) EN 1.4401 (AISI 316)
005-4 |Discharge casing EN 1.4301(AlISI 304) EN 1.4401 (AISI 316)
006 Bottom casing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)

007 Outer casing

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316)

021 Impeller

EN 1.4301(AISI 304) \

EN 1.4401 (AISI 316)

031 Shaft

EN 1.4401 (AISI 316)

043-1 |Shaft sleeve (mechanical seal)

EN 1.4301(AISI 304

EN 1.4401 (AISI 316)

043-2 |Shaft sleeve (intermediate)

EN 1.4301(AISI 304

EN 1.4401 (AISI 316)

043-3 |Shaft sleeve (bearing)

EN 1.4401 (AISI 316)

043-5 |Shaft sleeve (last stage)

EN 1.4301(AISI 304

EN 1.4401 (AISI 316)

043-6 |Shaft sleeve (adjustment)

( )
( )
EN 1.4301(AISI 304)
( )
( )

EN 1.4301(AISI 304

EN 1.4401 (AISI 316)

044-1 |Shaft sleeve bearing

Tungsten carbide

046 Split ring (mechanical seal)

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316)

047 Ring holder

EN 1.4301(AISI 304)

EN 1.4401 (AISI 316)

048 Impeller nut

A2-70 UNI 7323 with inox insert

A4-70 UNI 7323
with inox insert

051 Motor adapter

Cast iron EN-GJL-200-EN 1561

052-1 |Bearing

Tungsten carbide

056 Ball bearing

See table pag. 500

070-1 |Ring for bearing

EN 1.4301(AISI 304)

075 O-ring (plug)

FPM

075-1 |O-ring (plug)

FPM \

107 Liner ring

PTFE/EN 1.4401 (AISI

316)

111 Mechanical seal

Silicon carbide/Carbon/FPM

111-3 |Mechanical seal seat

EN 1.4301(AISI 304) \

EN 1.4401 (AISI 316)

115-1 |O-ring (outer casing) FPM
115-2 |O-ring (intermediate casing) FPM
115-5 |O-ring FPM

(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Sectional View — part reference

Model EVMU(L)10
N° Part name Material
EVMU EVML
120-1 |Tie rod Zincate steel
120-3 |Screw A2-70 UNI 7323
120-5 |Screw for coupling Zincate steel 8.8 strength class 1ISO 898/1
EVMU10 2, EVMU10 3
120-6 |Screw for coupling EVMU10 4 to12 Zincate steel 8.8 strength class 1ISO 898/1
EVMU10 14 to16
120-7 |Screw (bearing) Zincate steel 8.8 strength class 1ISO 898/1
128-1  |Nut for tie rod Zincate steel
130-2 |Screw for coupling guard A2-70 UNI 7323
130-4 |Set-screw Carbon steel
131-1  |Pin for shaft Carbon steel
135-1 |Washer Zincate steel
135-4 |Washer (bearing) Carbon steel
137-1  |Impeller spacer EN 1.4301(AISI 304) ‘ EN 1.4401 (AISI 316)
140 Coupling Brass OT 58 UNI 5705
150 Spacer Carbon steel
160 Base / Cast iron EN-GJL-200-EN 1561
162 |Motor bracket Castiron EN-GJL-200-EN 1561+ | ¢4 i0n 1 EN 1.4401 (AISI 316)
EN 1.4301(AISI 304)
169 Motor adapter Cast iron EN-GJL-200-EN 1561
212 Plug EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
212-1 |Plug EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
245 Coupling guard EN 1.4301(AISI 304)
273 Washer (plug) EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
273-1 |Washer (plug) EN 1.4301(AISI 304) /
274-1 |C-type snap ring (coupling) EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
EVMU10 4
. ) EVMU105to 8
274-2 |C-type snap ring (coupling) EVMUT0 1010 12 Carbon steel TC 80
EVMU10 14 to16
EVMU10 4
274-3 |C-type snap ring (bracket) EVMU10 5to 8 Carbon steel TC 80
EVMU10 10 to 12

(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Sectional View — part reference

Model EVMU(L)18

Ne Part name Material
EVMU EVML

005-1 |Suction casing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
005-2 |Intermediate casing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
005-3 |Intermediate casing bearing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
005-4 |Discharge casing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
006 Bottom casing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
007 Outer casing EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
021 Impeller EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
031 Shaft EN 1.4401 (AISI 316)

043-1 |Shaft sleeve (mechanical seal) EN 1.4301(AISI 304) EN 1.4401 (AISI 316)

043-2 |Shaft sleeve (intermediate)

EN 1.4301(AISI 304 EN 1.4401 (AISI 316)

043-3 |Shaft sleeve (bearing)

EN 1.4401 (AISI 316)

043-5 |Shaft sleeve (last stage)

EN 1.4301(AISI 304 EN 1.4401 (AISI 316)

043-6 |Shaft sleeve (adjustment)

(

( )
EN 1.4301(AISI 304)

( )

( )

EN 1.4301(AISI 304 EN 1.4401 (AISI 316)

044-1 |Shaft sleeve bearing

Tungsten carbide

046 Split ring (mechanical seal)

EN 1.4301(AISI 304) EN 1.4401 (AISI 316)

047 Ring holder

EN 1.4301(AISI 304) EN 1.4401 (AISI 316)

048 Impeller nut

A4-70 UNI 7323

A2-70 UNI 7323 with inox insert L .
with inox insert

051 Motor adapter

Cast iron EN-GJL-200-EN 1561

052-1 |Bearing

Tungsten carbide

056 Ball bearing

See table pag. 500

070-1 |Ring for bearing

EN 1.4301(AISI 304)

075 O-ring (plug)

FPM

075-1 |O-ring (plug)

FPM \ /

107 Liner ring

PTFE/EN 1.4401 (AISI 316)

115-5 |O-ring

111 Mechanical seal Silicon carbide/Carbon/FPM
111-3 |Mechanical seal seat EN 1.4301(AlISI 304) ‘ EN 1.4401 (AISI 316)
115-1 |O-ring (outer casing) FPM
115-2 |O-ring (intermediate casing) FPM
FPM

(For reference only. See pricing for part availability.)
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EVMU

Model EVMU / EVMUL

EBARA Stainless Steel Vertical Multistage

Sectional View — part reference

Model EVMU(L)10
N° Part name Material
EVMU EVML
120-1 |Tie rod Zincate steel
120-3 |Screw A2-70 UNI 7323
120-5 |Screw for coupling Zincate steel 8.8 strength class 1ISO 898/1
EVMU18 2
120-6 |Screw for coupling EVMU18 3to 5 Zincate steel 8.8 strength class 1ISO 898/1
EVMU18 6 to 11
120-7 |Screw (bearing) Zincate steel 8.8 strength class ISO 898/1
128-1  |Nut for tie rod Zincate steel
130-2 |Screw for coupling guard A2-70 UNI 7323
130-4 |Set-screw Carbon steel
131-1  |Pin for shaft Carbon steel
135-1 |Washer Zincate steel
135-4 |Washer (bearing) Carbon steel
137-1 |Impeller spacer EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
140 Coupling Brass OT 58 UNI 5705
150 Spacer Carbon steel
160 Base Cast iron EN-GJL-200-EN 1561
162 |Motor bracket Castiron EN-GJL-200-EN 1561+ | Gaqt iron + EN 1.4401 (AISI 316)
EN 1.4301(AISI 304)
169 Motor adapter Cast iron EN-GJL-200-EN 1561
212 Plug EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
212-1 |Plug EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
245 Coupling guard EN 1.4301(AISI 304)
273 Washer (plug) EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
273-1 |Washer (plug) EN 1.4301(AISI 304) /
274-1 |C-type snap ring (coupling) EN 1.4301(AISI 304) EN 1.4401 (AISI 316)
EVMU18 3to 4
) ' EVMU18 5
274-2 |C-type snap ring (coupling) EVMU18 610 10 Carbon steel TC 80
EVMU18 11
274-3 |C-type snap ring (bracket) EVMU183104 Carbon steel TC 80
EVMU18 5

(For reference only. See pricing for part availability.)
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EVMU

Model EVMUG / EVMUL EBARA Stainless Steel Vertical Multistage

Sectional View

Model EVMUG32

EVMUL32
Coupling Detail for Model
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Refer to page 841 for material details.
(For reference only. See pricing for part availability.)
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EVMU

Model EVMUG / EVMUL EBARA Stainless Steel Vertical Multistage

Sectional View — part reference

Model EVMUG32

EVMUL32
NO. PART NAME MATERIAL

EVMUG EVMUL
005-1 Stage casing (suction) AlSI304 AlSI316
005-2 Stage casing AlSI1304 AlSI316
005-3 Stage casing (bearing) AlSI304 AlSI316
005-4 Stage casing (Top) AISI1304 AlSI316
006 Bottom casing Cast iron EN-GJL-250 Cast AlISI316 (G-X6CrNiMo18 0)
007 Outer sleeve AlSI1304 AlSI316
011 Casing cover Cast iron EN-GJS-400-15 Cast iron EN-GJS-400-15+A1S1304
021 Impeller AlSI1304 AlSI316
031 Shaft AlSI316
039-1 Key (coupling) C45
043-1 Shaft sleeve (mechanical seal) AlS1304 AlSI316
043-2 Shaft sleeve (stage) AlISI304 AISI316
043-3 Shaft sleeve (bearing/upper) AlSI1304 AlISI316
043-4 Shaft sleeve (bearing/lower) AlS1304 AISI316
043-5 Shaft sleeve (top) AlISI304 AISI316
044-1 Bearing sleeve (stage) Tungsten carbide
045 Adjusting ring C40
047 Split ring retainer AlISI304 AlISI316
048 Friction nut AlSI304 AlSI316
051 Bearing housing Cast iron EN-GJL-200
052-1 Bearing (stage) Tungsten carbide
056 Ball bearing -
070-1 Bearing holder AlSI1304
107 Wear ring AlISI316+PTFE
111 Mechanical seal Cartridge ass'y SiC/Carbon/FPM/316
115-1 O-ring (outer) FPM
115-2 O-ring (stage) FPM
120-1 Tie-rod bolt Zincate steel with 6.8 strength class 1SO 898/1
120-3 Bolt (mechanical seal) Stainless steel A2-70 ISO3506
120-4 Bolt (casing cover) Stainless steel A2-70 ISO3506
120-5 Bolt (coupling M-side) Zincate steel with 8.8 strength class 1SO 898/1
120-6 Bolt (coupling P-side) Zincate steel with 8.8 strength class 1SO 898/1
120-7 Bolt (bearing) Zincate steel with 8.8 strength class 1SO 898/1
120-8 Bolt (bearing housing) Zincate steel with 8.8 strength class 1SO 898/1
120-10 |Bolt (base plate) Zincate steel with 8.8 strength class 1SO 898/1
128-1 Nut (tie-rod bolt) Zincate steel with 6S strength class ISO 898/2
130-1 Screw (mechanical seal) Stainless steel A2-70 ISO3506
130-2 Screw (coupling guard) Stainless steel A2-70 1ISO3506
130-3 Screw (mechanical seal) Stainless steel A2-70 ISO3506
130-4 Screw (coupling pin) Strength class 45H 1SO898/5
131-1 Pin (shaft) CF35SMnPb10
135-1 Washer (tie-rod bolt) Zincate steel
135-3 Spring washer (coupling bolt M-side) Zincate steel
135-4 Spring washer (bearing) Zincate steel
137-1 Shaft end sleeve AlSI1304 | AlSI316
140-1 Coupling upper half Steel (36SMnPb14)
140-2 Coupling lower half Steel (36SMnPb14)
150 Spacer (coupling) C45
160 Base plate Cast iron EN-GJL-200
163 Motor stool Cast iron EN-GJL-200
169 Motor liner Cast iron EN-GJL-200
212 Vent plug (with seal ring) AlISI304/FPM AlISI316/FPM
217 Plug (with seal ring) AlSI1304/FPM AISI316/FPM
245 Coupling guard AlS1304
274-1 C-ring (top) AlSI304 | AlISI316
274-2 C-ring (coupling) Carbon tool steel (TC80)
613 Pump flange C40

(For reference only. See pricing for part availability.)
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EVMU

Model EVMUG / EVMUL

EBARA Stainless Steel Vertical Multistage

Sectional View

Models EVMUG45
EVMUG64
EVMUL45
EVMULG64

Coupling Detail for Models
EVMU45 1-1 - EVMU45 1
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EVMU

EBARA Stainless Steel Vertical Multistage
(See pricing for part availability.)

Model EVMUG / EVMUL
Sectional View — part reference

Model EVMUG45 EVMUG64
EVMUL45 EVMULG64

MATERIAL
NO. PART NAME

EVMUG EVMUL
005-2 Stage casing AISI1304 AISI316
005-4 Top casing AISI304 AISI316
006 Bottom casing 16bar.Cast iron EN-GJL-250 Cast AISI316 (G-X6CNiIMo18 0)

25bar:Cast iron EN-GJS-400-15

007 Outer sleeve AlS1304 AlISI316
011 Casing cover Cast iron EN-GJS-400-15 Cast iron EN-GJS-400-15+AISI316
012 Suction cover AISI1304 AISI316
021 Impeller AISI304 AlSI316
031 Shaft AlSI316
039-1 Key (coupling) C45
043-1 Shaft sleeve (mechanical seal) AIS1304 AISI316
043-2 Shaft sleeve (stage) AlSI304 AlISI316
043-3 Shaft sleeve (bearing/upper) AISI304 AlS1316
043-4 Shaft sleeve (bearing/lower) AIS1304 AISI316
043-5 Shaft sleeve (top) AlS1304 AISI316
043-6 Shaft sleeve (suction) AISI304 AlSI1316
043-7 Shaft sleeve (bottom bearing) AIS1304 AISI316
044-1 Bearing sleeve (stage) Tungsten carbide
044-2 Bearing sleeve (bottom bearing) Tungsten carbide
045 Adjusting ring Cc40
047 Split ring retainer AlS1304 AlISI316
048 Friction nut AISI304 AISI316
051 Bearing housing Castiron EN-GJL-200
052-1 Bearing (stage) Tungsten carbide
052-2 Bearing (bottom) Tungsten carbide
053 Bush holder AlSI304 AlISI316
056 Ball bearing -
070-1 Bearing holder Al1S1304
070-2 Bearing holder (bottom bearing) AIS1304 AISI316
081 Bush PTFE(alloy)
107 Wear ring AISI316+PTFE
111 Mechanical seal Cartridge ass'y SiC/Carbon/FPM/316
115-1 O-ring (outer) FPM
115-2 O-ring (stage) FPM
120-1 Tie-rod bolt Zincate steel with 6.8 strength class 1ISO 898/1
120-2 Stack bolt AISI304 AISI316
120-3 Bolt (mechanical seal) Stainless steel A2-70 ISO3506
120-4 Bolt (casing cover) Stainless steel A2-70 ISO3506
120-5 Bolt (coupling M-side) Zincate steel with 8.8 strength class ISO 898/1
120-6 Bolt (coupling P-side) Zincate steel with 8.8 strength class ISO 898/1
120-7 Bolt (bearing) Zincate steel with 8.8 strength class ISO 898/1
120-8 Bolt (bearing housing) Zincate steel with 8.8 strength class ISO 898/1
120-9 Bolt (bottom bearing) Stainless steel A2-70 1ISO3506
120-12 Bolt (shaft end) Stainless steel A2-70 ISO3506
128-1 Nut (tie-rod bolt) Zincate steel with 6S strength class ISO 898/2
128-2 Nut (Stack bolt) AlS1304
129 Bearing nut (coupling) Carbon steel
130-1 Screw (mechanical seal) Stainless steel A2-70 1ISO3506
130-2 Screw (coupling guard) Stainless steel A2-70 1ISO3506
130-3 Screw (mechanical seal) Stainless steel A2-70 1ISO3506
130-4 Screw (coupling pin) Strength class 45H 1IS0898/5
131-1 Pin (shaft) CF35SMnPb10
135-1 Washer (tie-rod bolt) Zincate steel
135-2 Spring washer (Stack bolt) AIS1304 AISI316
135-3 Spring washer (coupling bolt M-side) Zincate steel
135-4 Spring washer (bearing) Zincate steel
135-5 Spring washer (shaft end) AlSI304 AlISI316
136 Bearing washer (coupling) Carbon steel
137-1 Shaft end sleeve AlS1304 AISI316
137-2 Shaft end sleeve AlS1304 AlISI316
140-1 Coupling upper half Steel (36SMnPb14)
140-2 Coupling lower half Steel (36SMnPb14)
163 Motor stool Cast iron EN-GJL-200
212 Vent plug (with seal ring) AlS1304/FPM AlSI316/FPM
217 Plug (with seal ring) AlSI304/FPM AlISI316/FPM
245 Coupling guard AIS1304
2741 C-ring (top) AISI304 | AlSI316
613 Pump flange Cc40

(For reference only. See pricing for part availability.)
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